
HUMPHREY INSTRUMENTS, INC.
Humphrey8 Field Analyzer II

Models 730/740/750

Advancing thè world standard in
automated projection perimetry

Introducing thè HFA II. . .
Humphrey Instruments introduces thè HFA IL
Its evolutionary design provides new features,
compact size, and superior accuracy.

Improved patient comfort
HFA II's ergonomie design allows patients
to maintain a comfortable upright posture
throughout testing. Patients are more
comfortable and alert, thereby improving
patient compliance and test accuracy.
Our exclusive FastPac™ testing strategy
reduces testing time by 40%.

Continuous, real-time gaze tracking
HFA II offers a patented, high-precision gaze
tracking System which, for thè first time in
perimetry, differentiates between head

motion and gaze errors. A continuous
record of fixation is displayed throughout
thè test. Additionally, patient eye alignment
can be observed via thè video eye monitor.

Worldwide compatibility
STATPAC™ is thè common language of
perimetry used by 50,000 eye care profes-
sionals thè world over. Now thè HFA II
makes it easier than ever to speak that
language. HFA II STATPAC test results
are completely compatible and may be
intermixed with those of thè originai
Humphrey Field Analyzer.

Smaller size, yet uncompromising
performance
HFA II's patented aspherically shaped bowl
reduces instrument size, yet maintains thè
standard Goldmann 30 cm testing distance

and full-field testing to 90 degrees. In combi-
nation with its new ergonomie table, HFA II
is completely wheelchair accessible.

Focused on thè future
New features such as blue/yellow testing,
expanded data Storage, automatic lens
tracking and pupil measurement are made
possible by thè HFA II's expanded hard-
ware System capabilities.

The best dioice for your practice
Humphrey Instruments is thè leading
perimeter company in thè world and thè
HFA II is thè next generation. HFA II offers
a complete range of models and features to
meet thè needs of every eye care practice.

HUMPHREY
INSTRUMENTS, INC.
A Company of thè Cari Zeiss Group
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Humphrey Field Analyzer Specifìcations
Specifications Models 730, 740, 750

Maximum Intensity 10,OOOASB . Max. Temperai Range
Stimulus Duration 200 msec Electrical Requirements
Stimulus Wavelength Broadband visible light Dimensions
Bowl Testing Distance 30 cm
Bowl Illuminatimi 31.5ASB

90 degrees
100/1 20/220/240 volts AG ±10%
Height 23W, Width 223/4", Depth

50-60 Hz, 400 VA max.
19", Weight 80 Ibs

Height 575mm, Width 580mm, Depth 482mm, Weight 36.4kg

Testing and User Features

Model 730 Model 740
Threshold Test Library

Central Filed Test Patterns:
30-2,24-2,24+, 10-2, Macula

Peripheral Field Test Patterns:
60-4, Nasal Step

Testing Strategies:
Pulì Threshold
FastPac
Follow-up

Screening Test Library
Central Field Test Patterns:

C-40, C-76, C-80, C-Armaly
Peripheral Field Test Patterns:

FF-81, FF-120, FF-135, FF-Armaly, P-60, Nasal Step
Testing Strategies:

Two Zone, Three Zone & Quantify Defects using Age Reference
and Threshold Related protocol, Single Intensity

Custom Tests
Grids, Point Clusters, Single Points
Patterns by (X, Y) coordinate, Are, Profile

Custom User-Defined Test Storage
Kinetic Testing
Goldmann Stimulus Sizes
Stimulus Color Filler

White on White background
Red or Blue on White background
Blue on Yellow background

Foveal Threshold Testing
Fixation Monitoring

Continuous Gaze tracking
Heijl-Krakow blind spot monitor
Video eye monitor
Remote video monitor capability

Operator Interface
Touch-screen on CRT
Keyboard
Lightpen

Printer
Printrex thermal printer
HP4L, 4P Laser printer

Patient Data Input
Name, Birth date, ID, Trial lens, VA, Pupil Size
IOP, C/D, ICD-9, CPT, Comments
Auto Pupil Size

Motorized Chinrest
Analysis Software

STATPAC 2™ - Single and multiple field analysis of normals and abnormals
STATPACfor Windows
PatientView

Data Storage
OualSW floppy drive
Single 31/2" floppy drive
270MB hard disk
540MB hard disk with tape backup
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